
Test Laboratory: UL CCS SAR Lab B Date: 7/19/2012 

LTE Band 13 (Primary Antenna) 

Frequency: 782 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 782 MHz; σ = 1.001 mho/m; εr = 55.358; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.87, 8.87, 8.87); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Rear/QPSK_RB#50,0_Ch 23230/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.584 mW/g 
 

Rear/QPSK_RB#50,0_Ch 23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 24.464 V/m; Power Drift = -0.07 dB 
Peak SAR (extrapolated) = 0.7130 
SAR(1 g) = 0.514 mW/g; SAR(10 g) = 0.359 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.602 mW/g 

  

 
0 dB = 0.600mW/g = -4.44 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/19/2012 

LTE Band 13 (Primary Antenna) 

Frequency: 782 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 782 MHz; σ = 1.001 mho/m; εr = 55.358; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.87, 8.87, 8.87); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Rear/QPSK_RB#1,0_Ch 23230/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.713 mW/g 
 

Rear/QPSK_RB#1,0_Ch 23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 27.168 V/m; Power Drift = -0.01 dB 
Peak SAR (extrapolated) = 0.8970 
SAR(1 g) = 0.645 mW/g; SAR(10 g) = 0.447 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.756 mW/g 

  

 
0 dB = 0.760mW/g = -2.38 dB mW/g 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/19/2012 

LTE Band 13 (Primary Antenna) 

Frequency: 782 MHz; Duty Cycle: 1:1 
 

Rear/QPSK_RB#1,0_Ch 23790/Z Scan (1x1x21): Measurement grid: dx=20mm, dy=20mm, dz=5mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.717 mW/g 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/19/2012 

LTE Band 13 (Primary Antenna) 

Frequency: 782 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 782 MHz; σ = 1.001 mho/m; εr = 55.358; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.87, 8.87, 8.87); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Rear/QPSK_RB#1,0_Ch 23230 w/Headset/Area Scan (7x11x1): Measurement grid: dx=15mm, 

dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.421 mW/g 
 

Rear/QPSK_RB#1,0_Ch 23230 w/Headset/Zoom Scan (5x5x7)/Cube 0: Measurement grid: 

dx=8mm, dy=8mm, dz=5mm 
Reference Value = 20.801 V/m; Power Drift = -0.06 dB 
Peak SAR (extrapolated) = 0.5240 
SAR(1 g) = 0.361 mW/g; SAR(10 g) = 0.241 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.425 mW/g 

  

 
0 dB = 0.430mW/g = -7.33 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/19/2012 

LTE Band 13 (Primary Antenna) 

Frequency: 782 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 782 MHz; σ = 1.001 mho/m; εr = 55.358; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.87, 8.87, 8.87); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Rear/QPSK_RB#1,24_Ch 23230/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.686 mW/g 
 

Rear/QPSK_RB#1,24_Ch 23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 26.786 V/m; Power Drift = 0.03 dB 
Peak SAR (extrapolated) = 0.8660 
SAR(1 g) = 0.626 mW/g; SAR(10 g) = 0.437 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.734 mW/g 

  

 
0 dB = 0.730mW/g = -2.73 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/19/2012 

LTE Band 13 (Primary Antenna) 

Frequency: 782 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 782 MHz; σ = 1.001 mho/m; εr = 55.358; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.87, 8.87, 8.87); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Rear/QPSK_RB#1,49_Ch 23230/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.677 mW/g 
 

Rear/QPSK_RB#1,49_Ch 23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 26.570 V/m; Power Drift = -0.0051 dB 
Peak SAR (extrapolated) = 0.8610 
SAR(1 g) = 0.620 mW/g; SAR(10 g) = 0.433 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.726 mW/g 

  

 
0 dB = 0.730mW/g = -2.73 dB mW/g 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/19/2012 

LTE Band 13 (Primary Antenna) 

Frequency: 782 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 782 MHz; σ = 1.001 mho/m; εr = 55.358; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.87, 8.87, 8.87); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Front/QPSK_RB#50,0_Ch 23230/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.565 mW/g 
 

Front/QPSK_RB#50,0_Ch 23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 24.032 V/m; Power Drift = 0.09 dB 
Peak SAR (extrapolated) = 0.6580 
SAR(1 g) = 0.500 mW/g; SAR(10 g) = 0.368 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.571 mW/g 

  

 
0 dB = 0.570mW/g = -4.88 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/19/2012 

LTE Band 13 (Primary Antenna) 

Frequency: 782 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 782 MHz; σ = 1.001 mho/m; εr = 55.358; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.87, 8.87, 8.87); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Front/QPSK_RB#1,0_Ch 23230/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.695 mW/g 
 

Front/QPSK_RB#1,0_Ch 23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 26.671 V/m; Power Drift = 0.02 dB 
Peak SAR (extrapolated) = 0.8000 
SAR(1 g) = 0.609 mW/g; SAR(10 g) = 0.447 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.697 mW/g 

  

 
0 dB = 0.700mW/g = -3.10 dB mW/g 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/19/2012 

LTE Band 13 (Primary Antenna) 

Frequency: 782 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 782 MHz; σ = 1.001 mho/m; εr = 55.358; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.87, 8.87, 8.87); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Front/QPSK_RB#1,24_Ch 23230/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.696 mW/g 
 

Front/QPSK_RB#1,24_Ch 23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 26.689 V/m; Power Drift = 0.04 dB 
Peak SAR (extrapolated) = 0.8120 
SAR(1 g) = 0.620 mW/g; SAR(10 g) = 0.455 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.707 mW/g 

  

 
0 dB = 0.710mW/g = -2.97 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/20/2012 

LTE Band 13 (Primary Antenna) 

Frequency: 782 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 782 MHz; σ = 1.001 mho/m; εr = 55.358; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.87, 8.87, 8.87); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Front/QPSK_RB#1,49_Ch 23230/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.685 mW/g 
 

Front/QPSK_RB#1,49_Ch 23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 26.555 V/m; Power Drift = -0.02 dB 
Peak SAR (extrapolated) = 0.7990 
SAR(1 g) = 0.611 mW/g; SAR(10 g) = 0.449 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.693 mW/g 

  

 
0 dB = 0.690mW/g = -3.22 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/20/2012 

LTE Band 13 (Primary Antenna) 

Frequency: 782 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 782 MHz; σ = 0.978 mho/m; εr = 54.096; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.87, 8.87, 8.87); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Edge 2/QPSK_RB#50,0_Ch 23230/Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.388 mW/g 
 

Edge 2/QPSK_RB#50,0_Ch 23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 20.310 V/m; Power Drift = 0.0088 dB 
Peak SAR (extrapolated) = 0.4730 
SAR(1 g) = 0.330 mW/g; SAR(10 g) = 0.223 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.395 mW/g 

  

 
0 dB = 0.390mW/g = -8.18 dB mW/g 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/20/2012 

LTE Band 13 (Primary Antenna) 

Frequency: 782 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 782 MHz; σ = 0.978 mho/m; εr = 54.096; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.87, 8.87, 8.87); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Edge 2/QPSK_RB#1,0_Ch 23230/Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.485 mW/g 
 

Edge 2/QPSK_RB#1,0_Ch 23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 22.516 V/m; Power Drift = 0.08 dB 
Peak SAR (extrapolated) = 0.5900 
SAR(1 g) = 0.413 mW/g; SAR(10 g) = 0.280 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.491 mW/g 

  

 
0 dB = 0.490mW/g = -6.20 dB mW/g 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/20/2012 

LTE Band 13 (Primary Antenna) 

Frequency: 782 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 782 MHz; σ = 0.978 mho/m; εr = 54.096; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.87, 8.87, 8.87); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Edge 2/QPSK_RB#1,24_Ch 23230/Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.474 mW/g 
 

Edge 2/QPSK_RB#1,24_Ch 23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 22.396 V/m; Power Drift = 0.01 dB 
Peak SAR (extrapolated) = 0.5810 
SAR(1 g) = 0.404 mW/g; SAR(10 g) = 0.274 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.485 mW/g 

  

 
0 dB = 0.480mW/g = -6.38 dB mW/g 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/20/2012 

LTE Band 13 (Primary Antenna) 

Frequency: 782 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 782 MHz; σ = 0.978 mho/m; εr = 54.096; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.87, 8.87, 8.87); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Edge 2/QPSK_RB#1,49_Ch 23230/Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.473 mW/g 
 

Edge 2/QPSK_RB#1,49_Ch 23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 22.346 V/m; Power Drift = 0.0077 dB 
Peak SAR (extrapolated) = 0.5760 
SAR(1 g) = 0.403 mW/g; SAR(10 g) = 0.272 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.481 mW/g 

  

 
0 dB = 0.480mW/g = -6.38 dB mW/g 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/20/2012 

LTE Band 13 (Primary Antenna) 

Frequency: 782 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 782 MHz; σ = 1.001 mho/m; εr = 55.358; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.87, 8.87, 8.87); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Edge 3/QPSK_RB#50,0_Ch 23230/Area Scan (7x7x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.152 mW/g 
 

Edge 3/QPSK_RB#50,0_Ch 23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 12.527 V/m; Power Drift = 0.0054 dB 
Peak SAR (extrapolated) = 0.2020 
SAR(1 g) = 0.114 mW/g; SAR(10 g) = 0.062 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.153 mW/g 

  

 
0 dB = 0.150mW/g = -16.48 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/20/2012 

LTE Band 13 (Primary Antenna) 

Frequency: 782 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 782 MHz; σ = 0.978 mho/m; εr = 54.096; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.87, 8.87, 8.87); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Edge 3/QPSK_RB#1,0_Ch 23230/Area Scan (7x7x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.186 mW/g 
 

Edge 3/QPSK_RB#1,0_Ch 23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 13.926 V/m; Power Drift = 0.07 dB 
Peak SAR (extrapolated) = 0.2520 
SAR(1 g) = 0.140 mW/g; SAR(10 g) = 0.076 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.187 mW/g 

  

 
0 dB = 0.190mW/g = -14.42 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/20/2012 

LTE Band 13 (Primary Antenna) 

Frequency: 782 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 782 MHz; σ = 0.978 mho/m; εr = 54.096; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.87, 8.87, 8.87); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Edge 3/QPSK_RB#1,24_Ch 23230/Area Scan (7x7x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.191 mW/g 
 

Edge 3/QPSK_RB#1,24_Ch 23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 14.176 V/m; Power Drift = 0.03 dB 
Peak SAR (extrapolated) = 0.2610 
SAR(1 g) = 0.147 mW/g; SAR(10 g) = 0.080 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.194 mW/g 

  

 
0 dB = 0.190mW/g = -14.42 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/20/2012 

LTE Band 13 (Primary Antenna) 

Frequency: 782 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 782 MHz; σ = 0.978 mho/m; εr = 54.096; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.87, 8.87, 8.87); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Edge 3/QPSK_RB#1,49_Ch 23230/Area Scan (7x7x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.192 mW/g 
 

Edge 3/QPSK_RB#1,49_Ch 23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 14.149 V/m; Power Drift = 0.04 dB 
Peak SAR (extrapolated) = 0.2610 
SAR(1 g) = 0.146 mW/g; SAR(10 g) = 0.080 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.195 mW/g 

  

 
0 dB = 0.190mW/g = -14.42 dB mW/g 



Test Laboratory: UL CCS SAR Lab B Date: 7/20/2012 

LTE Band 13 (Primary Antenna) 

Frequency: 782 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 782 MHz; σ = 0.978 mho/m; εr = 54.096; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.87, 8.87, 8.87); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Edge 4/QPSK_RB#50,0_Ch 23230/Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.493 mW/g 
 

Edge 4/QPSK_RB#50,0_Ch 23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 22.908 V/m; Power Drift = 0.01 dB 
Peak SAR (extrapolated) = 0.5910 
SAR(1 g) = 0.418 mW/g; SAR(10 g) = 0.287 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.497 mW/g 

  

 
0 dB = 0.500mW/g = -6.02 dB mW/g 



Test Laboratory: UL CCS SAR Lab B Date: 7/20/2012 

LTE Band 13 (Primary Antenna) 

Frequency: 782 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 782 MHz; σ = 0.978 mho/m; εr = 54.096; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.87, 8.87, 8.87); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Edge 4/QPSK_RB#1,0_Ch 23230/Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.589 mW/g 
 

Edge 4/QPSK_RB#1,0_Ch 23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 24.951 V/m; Power Drift = 0.0062 dB 
Peak SAR (extrapolated) = 0.7000 
SAR(1 g) = 0.496 mW/g; SAR(10 g) = 0.341 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.590 mW/g 

  

 
0 dB = 0.590mW/g = -4.58 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/20/2012 

LTE Band 13 (Primary Antenna) 

Frequency: 782 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 782 MHz; σ = 0.978 mho/m; εr = 54.096; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.87, 8.87, 8.87); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Edge 4/QPSK_RB#1,24_Ch 23230/Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.613 mW/g 
 

Edge 4/QPSK_RB#1,24_Ch 23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 25.487 V/m; Power Drift = 0.04 dB 
Peak SAR (extrapolated) = 0.7250 
SAR(1 g) = 0.513 mW/g; SAR(10 g) = 0.354 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.611 mW/g 

  

 
0 dB = 0.610mW/g = -4.29 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/20/2012 

LTE Band 13 (Primary Antenna) 

Frequency: 782 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 782 MHz; σ = 0.978 mho/m; εr = 54.096; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.87, 8.87, 8.87); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Edge 4/QPSK_RB#1,49_Ch 23230/Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.617 mW/g 
 

Edge 4/QPSK_RB#1,49_Ch 23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 25.297 V/m; Power Drift = -0.04 dB 
Peak SAR (extrapolated) = 0.7220 
SAR(1 g) = 0.509 mW/g; SAR(10 g) = 0.350 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.608 mW/g 

  

 
0 dB = 0.610mW/g = -4.29 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/18/2012 

LTE Band 13 (Secondary Antenna) 

Frequency: 782 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 782 MHz; σ = 0.978 mho/m; εr = 54.554; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.87, 8.87, 8.87); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Rear/QPSK_RB#50,0_Ch 23230/Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.263 mW/g 
 

Rear/QPSK_RB#50,0_Ch 23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 16.641 V/m; Power Drift = -0.08 dB 
Peak SAR (extrapolated) = 0.3180 
SAR(1 g) = 0.233 mW/g; SAR(10 g) = 0.162 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.272 mW/g 

  

 
0 dB = 0.270mW/g = -11.37 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/18/2012 

LTE Band 13 (Secondary Antenna) 

Frequency: 782 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 782 MHz; σ = 0.978 mho/m; εr = 54.554; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.87, 8.87, 8.87); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Rear/QPSK_RB#1,0_Ch 23230/Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.311 mW/g 
 

Rear/QPSK_RB#1,0_Ch 23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 18.259 V/m; Power Drift = -0.04 dB 
Peak SAR (extrapolated) = 0.3840 
SAR(1 g) = 0.282 mW/g; SAR(10 g) = 0.195 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.327 mW/g 

  

 
0 dB = 0.330mW/g = -9.63 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/18/2012 

LTE Band 13 (Secondary Antenna) 

Frequency: 782 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 782 MHz; σ = 0.978 mho/m; εr = 54.554; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.87, 8.87, 8.87); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Rear/QPSK_RB#1,24_Ch 23230/Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.332 mW/g 
 

Rear/QPSK_RB#1,24_Ch 23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 18.839 V/m; Power Drift = -0.03 dB 
Peak SAR (extrapolated) = 0.4100 
SAR(1 g) = 0.302 mW/g; SAR(10 g) = 0.210 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.348 mW/g 

  

 
0 dB = 0.350mW/g = -9.12 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/18/2012 

LTE Band 13 (Secondary Antenna) 

Frequency: 782 MHz; Duty Cycle: 1:1 
 

Rear/QPSK_RB#1,24_Ch 23230/Z Scan (1x1x21): Measurement grid: dx=20mm, dy=20mm, dz=5mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.336 mW/g 

 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/18/2012 

LTE Band 13 (Secondary Antenna) 

Frequency: 782 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 782 MHz; σ = 0.978 mho/m; εr = 54.554; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.87, 8.87, 8.87); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Rear/QPSK_RB#1,24_Ch 23230 w/Headset/Area Scan (7x12x1): Measurement grid: dx=15mm, 

dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.306 mW/g 
 

Rear/QPSK_RB#1,24_Ch 23230 w/Headset/Zoom Scan (5x5x7)/Cube 0: Measurement grid: 

dx=8mm, dy=8mm, dz=5mm 
Reference Value = 18.002 V/m; Power Drift = 0.02 dB 
Peak SAR (extrapolated) = 0.3800 
SAR(1 g) = 0.278 mW/g; SAR(10 g) = 0.194 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.323 mW/g 

  

 
0 dB = 0.320mW/g = -9.90 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/18/2012 

LTE Band 13 (Secondary Antenna) 

Frequency: 782 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 782 MHz; σ = 0.978 mho/m; εr = 54.554; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.87, 8.87, 8.87); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Rear/QPSK_RB#1,49_Ch 23230/Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.284 mW/g 
 

Rear/QPSK_RB#1,49_Ch 23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 17.463 V/m; Power Drift = -0.02 dB 
Peak SAR (extrapolated) = 0.3510 
SAR(1 g) = 0.258 mW/g; SAR(10 g) = 0.180 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.301 mW/g 

  

 
0 dB = 0.300mW/g = -10.46 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/18/2012 

LTE Band 13 (Secondary Antenna) 

Frequency: 782 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 782 MHz; σ = 0.978 mho/m; εr = 54.554; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.87, 8.87, 8.87); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Front/QPSK_RB#50,0_Ch 23230/Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.256 mW/g 
 

Front/QPSK_RB#50,0_Ch 23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 16.593 V/m; Power Drift = -0.02 dB 
Peak SAR (extrapolated) = 0.3090 
SAR(1 g) = 0.226 mW/g; SAR(10 g) = 0.158 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.266 mW/g 

  

 
0 dB = 0.270mW/g = -11.37 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/18/2012 

LTE Band 13 (Secondary Antenna) 

Frequency: 782 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 782 MHz; σ = 0.978 mho/m; εr = 54.554; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.87, 8.87, 8.87); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Front/QPSK_RB#1,0_Ch 23230/Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.313 mW/g 
 

Front/QPSK_RB#1,0_Ch 23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 18.160 V/m; Power Drift = 0.01 dB 
Peak SAR (extrapolated) = 0.3720 
SAR(1 g) = 0.271 mW/g; SAR(10 g) = 0.188 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.319 mW/g 

  

 
0 dB = 0.320mW/g = -9.90 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/18/2012 

LTE Band 13 (Secondary Antenna) 

Frequency: 782 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 782 MHz; σ = 0.978 mho/m; εr = 54.554; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.87, 8.87, 8.87); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Front/QPSK_RB#1,24_Ch 23230/Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.334 mW/g 
 

Front/QPSK_RB#1,24_Ch 23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 18.768 V/m; Power Drift = 0.07 dB 
Peak SAR (extrapolated) = 0.3960 
SAR(1 g) = 0.288 mW/g; SAR(10 g) = 0.201 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.338 mW/g 

  

 
0 dB = 0.340mW/g = -9.37 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/18/2012 

LTE Band 13 (Secondary Antenna) 

Frequency: 782 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 782 MHz; σ = 0.978 mho/m; εr = 54.554; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.87, 8.87, 8.87); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Front/QPSK_RB#1,49_Ch 23230/Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.284 mW/g 
 

Front/QPSK_RB#1,49_Ch 23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 17.368 V/m; Power Drift = 0.02 dB 
Peak SAR (extrapolated) = 0.3400 
SAR(1 g) = 0.250 mW/g; SAR(10 g) = 0.175 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.293 mW/g 

  

 
0 dB = 0.290mW/g = -10.75 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/19/2012 

LTE Band 13 (Secondary Antenna) 

Frequency: 782 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 782 MHz; σ = 0.978 mho/m; εr = 54.554; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.87, 8.87, 8.87); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Edge 1/QPSK_RB#50,0_Ch 23230/Area Scan (7x7x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.158 mW/g 
 

Edge 1/QPSK_RB#50,0_Ch 23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 12.919 V/m; Power Drift = 0.10 dB 
Peak SAR (extrapolated) = 0.2360 
SAR(1 g) = 0.128 mW/g; SAR(10 g) = 0.065 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.170 mW/g 

  

 
0 dB = 0.170mW/g = -15.39 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/19/2012 

LTE Band 13 (Secondary Antenna) 

Frequency: 782 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 782 MHz; σ = 0.978 mho/m; εr = 54.554; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.87, 8.87, 8.87); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Edge 1/QPSK_RB#1,0_Ch 23230/Area Scan (7x7x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.181 mW/g 
 

Edge 1/QPSK_RB#1,0_Ch 23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 13.480 V/m; Power Drift = 0.19 dB 
Peak SAR (extrapolated) = 0.3200 
SAR(1 g) = 0.167 mW/g; SAR(10 g) = 0.084 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.218 mW/g 

  

 
0 dB = 0.220mW/g = -13.15 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/19/2012 

LTE Band 13 (Secondary Antenna) 

Frequency: 782 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 782 MHz; σ = 0.978 mho/m; εr = 54.554; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.87, 8.87, 8.87); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Edge 1/QPSK_RB#1,24_Ch 23230/Area Scan (7x7x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.190 mW/g 
 

Edge 1/QPSK_RB#1,24_Ch 23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 14.009 V/m; Power Drift = 0.13 dB 
Peak SAR (extrapolated) = 0.3390 
SAR(1 g) = 0.177 mW/g; SAR(10 g) = 0.089 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.230 mW/g 

  

 
0 dB = 0.230mW/g = -12.77 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/19/2012 

LTE Band 13 (Secondary Antenna) 

Frequency: 782 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 782 MHz; σ = 0.978 mho/m; εr = 54.554; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.87, 8.87, 8.87); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Edge 1/QPSK_RB#1,49_Ch 23230/Area Scan (7x7x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.166 mW/g 
 

Edge 1/QPSK_RB#1,49_Ch 23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 12.998 V/m; Power Drift = 0.16 dB 
Peak SAR (extrapolated) = 0.2910 
SAR(1 g) = 0.152 mW/g; SAR(10 g) = 0.076 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.198 mW/g 

  

 
0 dB = 0.200mW/g = -13.98 dB mW/g 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/19/2012 

LTE Band 13 (Secondary Antenna) 

Frequency: 782 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 782 MHz; σ = 0.978 mho/m; εr = 54.554; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.87, 8.87, 8.87); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Edge 2/QPSK_RB#50,0_Ch 23230/Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.181 mW/g 
 

Edge 2/QPSK_RB#50,0_Ch 23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 13.829 V/m; Power Drift = -0.01 dB 
Peak SAR (extrapolated) = 0.2200 
SAR(1 g) = 0.157 mW/g; SAR(10 g) = 0.110 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.186 mW/g 

  

 
0 dB = 0.190mW/g = -14.42 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/19/2012 

LTE Band 13 (Secondary Antenna) 

Frequency: 782 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 782 MHz; σ = 0.978 mho/m; εr = 54.554; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.87, 8.87, 8.87); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Edge 2/QPSK_RB#1,0_Ch 23230/Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.188 mW/g 
 

Edge 2/QPSK_RB#1,0_Ch 23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 14.106 V/m; Power Drift = 0.01 dB 
Peak SAR (extrapolated) = 0.2260 
SAR(1 g) = 0.162 mW/g; SAR(10 g) = 0.113 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.191 mW/g 

  

 
0 dB = 0.190mW/g = -14.42 dB mW/g 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/19/2012 

LTE Band 13 (Secondary Antenna) 

Frequency: 782 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 782 MHz; σ = 0.978 mho/m; εr = 54.554; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.87, 8.87, 8.87); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Edge 2/QPSK_RB#1,24_Ch 23230/Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.217 mW/g 
 

Edge 2/QPSK_RB#1,24_Ch 23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 15.152 V/m; Power Drift = -0.00027 dB 
Peak SAR (extrapolated) = 0.2630 
SAR(1 g) = 0.187 mW/g; SAR(10 g) = 0.129 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.221 mW/g 

  

 
0 dB = 0.220mW/g = -13.15 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/19/2012 

LTE Band 13 (Secondary Antenna) 

Frequency: 782 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 782 MHz; σ = 0.978 mho/m; εr = 54.554; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.87, 8.87, 8.87); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Edge 2/QPSK_RB#1,49_Ch 23230/Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.196 mW/g 
 

Edge 2/QPSK_RB#1,49_Ch 23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 14.389 V/m; Power Drift = 0.06 dB 
Peak SAR (extrapolated) = 0.2360 
SAR(1 g) = 0.169 mW/g; SAR(10 g) = 0.117 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.200 mW/g 

  

 
0 dB = 0.200mW/g = -13.98 dB mW/g 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/19/2012 

LTE Band 13 (Secondary Antenna) 

Frequency: 782 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 782 MHz; σ = 0.978 mho/m; εr = 54.554; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.87, 8.87, 8.87); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Edge 4/QPSK_RB#50,0_Ch 23230/Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.131 mW/g 
 

Edge 4/QPSK_RB#50,0_Ch 23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 11.641 V/m; Power Drift = 0.0019 dB 
Peak SAR (extrapolated) = 0.1660 
SAR(1 g) = 0.112 mW/g; SAR(10 g) = 0.075 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.136 mW/g 

  

 
0 dB = 0.140mW/g = -17.08 dB mW/g 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/19/2012 

LTE Band 13 (Secondary Antenna) 

Frequency: 782 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 782 MHz; σ = 0.978 mho/m; εr = 54.554; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.87, 8.87, 8.87); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Edge 4/QPSK_RB#1,0_Ch 23230/Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.150 mW/g 
 

Edge 4/QPSK_RB#1,0_Ch 23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 12.484 V/m; Power Drift = 0.07 dB 
Peak SAR (extrapolated) = 0.1870 
SAR(1 g) = 0.128 mW/g; SAR(10 g) = 0.085 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.154 mW/g 

  

 
0 dB = 0.150mW/g = -16.48 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/19/2012 

LTE Band 13 (Secondary Antenna) 

Frequency: 782 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 782 MHz; σ = 1.001 mho/m; εr = 55.358; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.87, 8.87, 8.87); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Edge 4/QPSK_RB#1,24_Ch 23230/Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.169 mW/g 
 

Edge 4/QPSK_RB#1,24_Ch 23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 13.266 V/m; Power Drift = -0.03 dB 
Peak SAR (extrapolated) = 0.2070 
SAR(1 g) = 0.143 mW/g; SAR(10 g) = 0.095 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.172 mW/g 

  

 
0 dB = 0.170mW/g = -15.39 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/19/2012 

LTE Band 13 (Secondary Antenna) 

Frequency: 782 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 782 MHz; σ = 1.001 mho/m; εr = 55.358; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.87, 8.87, 8.87); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Edge 4/QPSK_RB#1,49_Ch 23230/Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.148 mW/g 
 

Edge 4/QPSK_RB#1,49_Ch 23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 12.386 V/m; Power Drift = 0.01 dB 
Peak SAR (extrapolated) = 0.1790 
SAR(1 g) = 0.123 mW/g; SAR(10 g) = 0.083 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.149 mW/g 

  

 
0 dB = 0.150mW/g = -16.48 dB mW/g 
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